DOUBLE COLUMN BAND SAW MACHINE : (AUTOMATIC & SEMI-AUTOMATIC)

Technical Data BDC-200 A | BDC-300 A | BDC-360 A | BDC-420 A | BDC-550 A | BDC-650 A | BDC-800 M | BDC-1000 M| BDC-1200 M

iailting Gapaclly 200 mm 300 mm 360 mm 420 mm 550 mm 650 mm 800 mm 1000 mm 1200 mm 2 > SHNOE - 1994
m 200 ":n 200 300 “:emaoo 360 ":n 390 42{; X r:so 550 n:m 600 5somx r':'so 800 ':msso woom::': 100 | 1200 n:mraoo Metal Cuttlng SOlutlon

mmm" 3Hp. 5 Hp. 7.5 Hp. 10 Hp. 10 Hp. 12.5 Hp. 15 Hp. 20 Hp. 25 Hp. ANYW HERE any A'P P LI CATI ON

mw i 1.5 Hp. 1.5Hp. 20 Hp. 2Hp. 2Hp. 2Hp. 3Hp. 3Hp. 3Hp.

WH:;‘“ HA 0.14 Hp. 0.14 Hp. 0.33Hp 0.33 Hp 0.50 Hp 0.50 Hp 0.50 Hp 050 Hp 0.50 Hp

5, 70 0o 501 75 500w 417 390067 X5 900 &7 X TR 07 £ T8 |0 sV TA TS0 £ 90578 DOUBLE COLUMN CNC, FULLY & SEMI AUTOMATIC,
ot onxtmm | x| Caiso | amico | oz | x| xzew | asow | “asio | “weo SWING TYPE & VERTICAL BAND SAW MACHINE

{Em!mmm“!an O0tod00mm | Oto600mm | OtoB00mm | Oto60Omm | OtoBO0Omm | Oto400mm | Oto300mm | 0to300mm | Oto 300 mm

(mm for Automatic) 9 times 9 times 9 times 9times 9 times 9 times - > PHEC|SE . PHODUCT'VE . EC OMIC = HEAVY DUTY » SAFE
Band Tension Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic

Saw Feed Control Hydraulic Hydraulic Hydraulic Hydraufic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic
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Coolant FULLY AUTOMATIC BAND SAW MACHINE
WT(I.-‘IL] 30 Litre 50 Litre 60 Litre 60 Litre 80 Litre 80 Liter 90 Litre 90 Litre 90 Litre f — MODEL : BDC - 650 A
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:w"‘"’“ml Ke| '650Ks. 2150 Kg. 2950 Kg. 3350 Kg. 4550 Kg. 5850 Kg. 7650Kg. | 10500Kg | 13250 Kg.
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STANDARD ACCESSORIES OPTIONAL ACCESSORIES

= HYDRAULIC BAND TENSION = MATERIAL SUPPORT ROLLER STAND

*+ AUTO SAW FRAME HEIGHT ADJUSTMENT = HYDRAULIC BUNDLE CLAMPING

= HYDRAULIC FULL STROKE CLAMPING = CHIP CONVEYOR

= STEPLESS CUTTING FEED REGULATION = VARIABLE VICE PRESSURE

= CARBIDE & ROLLER BLADE GUIDE = AUTOMATIC LUBRICATING SYSTEM

= COMPLETE HYDRAULIC SYSTEM = INFINITELY VARIABLE AC FREQUENCY DRIVE

=+ COMPLETE ELECTRICAL SYSTEM = POWER OPERATED MATERIAL FEED ROLLER TABLE
= COMPLETE COOLANT SYSTEM = TWO YEARS MAINTENANCE SPARES

= POWER DRIVEN CHIP BRUSH = HYDRAULIC SEAL KIT

= PRECISE LENGTH SETTING COUNTER * TOOL KIT & MAINTENANCE KIT

= HARD CHROME & GROUND SOLID GUIDE RODS = PLC CONTROL SYSTEM

= IMPORTED SELF LUBRICATING BEARING BUSH = BELLOW / SLEEVES FOR COLUMNS

* FAST APPROACH OF BLADE

= STEP PULLEY WITH “V" BELT

= SPLIT FRONT VICE

* MULTIPLE INDEXING NOTE:

= PRESET PIECE COUNTER {1),ABOVE SPECIFICATION, DATA & DESIGN ARE SUBJECT TO
= BLADE BREAKAGE SENSOR CHANGE WITHOUT PRIOR NOTICE FOR MODIFICATION
- A IMPROVEMENT.
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